
USE ONLY HAYWARD GENUINE REPLACEMENT PARTS 1 

Liquid Chemical 
Feed System 

Installation Guide 
Models: AQL-CHEM4-ACID and AQL-CHEM4-CHLOR 

 WARNING – Read, follow and understand all instructions in this installation guide, in the
owner’s manual and on the equipment. Failure to follow instructions can cause severe injury and/or death.

Installation: 
This Liquid Chemical Feed System is designed to be used with a controller such as the Hayward 
AquaPlus® , AquaRite® Pro, Cat Controllers® , or HCC Controllers.  It should be located within 10 
feet of the 110 VAC signal supply and within 12 feet of the location on the return to pool piping.  
Included in the package is a check valve which MUST be installed on the return to pool line, 
downstream of all filters, heaters, and other equipment. 

The Pump is not mounted when shipped.  This is to 
prevent damage in shipping to the pump, mounting and or 
vessel. 

To install the pump: 
1. Open or remove the cover from the vessel.
2. Locate the heavy small box containing the pump

in the main packaging.  Open carefully as
several parts are needed for the installation.

3. Remove the pump and check that the pump and
cord are undamaged.

4. Locate the 6” long, blue 6mm tube, and remove
it from the box.

5. Remove the compression nut on the inlet (left
side of the pump the side opposite the cord.)
Place the nut over the 6” tube, then the tube
over the left (Inlet) port of the pump.  Firmly
hand tighten the nut.

6. Slide the pump onto its mounting bracket until it clicks. The tubing points toward the
tank.

7. Connect the other end of the short tube to the adapter fitting by carefully pushing the
open end over the fitting.

8. Close or reinstall the cover.

Hayward Pool Products
620 Division Street, Elizabeth, NJ 07207 

Phone: (908) 355-7995 
www.hayward.com 
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UTILIZE UNICAMENTE REFACCIONES ORIGNALES HAYWARD 3 

SISTEMA DE 
ALIMENTACION DE 

QUÍMICOS LÍQUIDOS 
Guía de Instalación 

Modelos: AQL-CHEM4-ACID and AQL-CHEM4-CHLOR 
 ADVERTENCIA- Lea, siga y entienda todas las instrucciones en esta guía de instalación, 

en el manual del usuario y en el equipo.  El no seguir estas instrucciones podrían causar 
severas lesiones y/o la muerte. 

Instalación: 
Este sistema de alimentación de químicos líquidos está diseñado para trabajar con controles Hayward 
AquaPlus®, AquaRite® Pro, Cat Controllers®, o HCC Controllers. Deberá estar colocado a 10 pies de la 
alimentación de señal 110VAC y a 12 pies de la tubería de regreso a la alberca. En el paquete se incluye 
la válvula de chequeo que DEBE ser instalada en la tubería que regresa a la alberca, con la corriente de 
todos los filtros, calentadores y otros equipos. 

La bomba no viene instalada durante el envío esto es  para prevenir daños en la bomba, la montadura  y 
el recipiente. 

Para instalar la Bomba: 
1. Abra o remueva la tapa del recipiente
2. Localice la pequeña y pesada caja que contiene la bomba en

el paquete principal. Abra con cuidado que varias partes se
necesitan para su instalación

3. Remueva la bomba y cheque que la bomba y el cordón no
tengan daños.

4. Localice el tubo de 6mm de 6" de largo y sáquelo de la caja.
5. Remueva la tuerca de compresión de la entrada ( al lado

izquierdo de la bomba del lado opuesto al cable) Coloque
la tuerca sobre el tubo de 6", luego el tubo sobre la entrada 
izquierda de la bomba. apriete a mano firmemente. 

6. Deslice la bomba hacia el soporte de montaje hasta que
haga clik. Los puntos de la tubería hacia el tanque.

7. Conecte el otro extremo del tubo al adaptador,
cuidadosamente empuje hacia el orificio del alimentador.

8. Cierre y reinstale la tapa.
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